CITY OF

LADUE

&

Application for Architectural Review Board

* This application must be filled out completely and signed before submittals
are placed on the ARB agenda.

The purpose of Architectural Review Board shall be to two-fold; to develop architectural and design guidelines for
the City of Ladue in accordance with section 110-70 and to apply those guidelines in reviewing projects within the
City as to whether or not the project adheres to such guidelines.

APPLICANT INFORMATION 2

Name of Applicant: 47@4’[// L—/ S/MS(L{
Phone #: <@[4) 77/ 0/?%

Email address of Applicant (for review comments): Chf/{&[@ lé’/ /A@Z’?WID com

PROJECT PROPERTY INFORMATION

Address for proposed work: {9%¢' G/ﬁ“'/[pﬂ IQfJ

If this ARB application is amending a project that is currently under construction, list permit #: W{O%Q

Zoning District: g_wz,%rcel ID # (St. Louis county tax record): Qﬁ ,%

DESCRIPTION OF PROPOSED PROJECT:

dormered facade, new covered walking path at existing storefronts, and re-striping of existing parking pavement. This

project has been permitted. It is being presented today seeking ARB approval of revised colors, added small awnings,

and "Freestyle™ finish at existing walls (in addition to this finish already planned for use at the new surfaces, as noted.)

Additional Information:

e Professionally sealed plans are not required for ARB review.

e Plans for projects involving alterations and repairs, which do not affect the outward appearance of a building,
and existing decks, fences, window replacements and roofing shingle replacements shall not require approval
of the Architectural Review Board.

e Revised plans with any changes predicated by the ARB will need to be submitted with the building permit
application to the Department of Planning and Development with final trustee approval (if applicable.)

e Projects approved by ARB should be submitted for bunldlng permits within 180 days or the ARB approval may
become void.

By signing this application, you acknowledge that by submitting an incomplete application, your petition will not
be add@d to the meeting agenda.

- w10 /13 [22.

* This tpplication and review for City of Ladue building permitted purposes only. Please be aware of any additional covenants
and indentures which may be recorded with your subdivision. Approval of this ARB proposal does not waive any other permit or
other authorization by the City that may be required for you to fully complete your proposed project.




Architectural Review Board Checklist

Please initial all items below to verify that your submittal includes all requirements:

The following items shall be submitted to the Building Department by 11:00 am, no later than 7 days prior to the
regularly scheduled meeting. Plans 24” x 36” are preferred and should be folded into individual packets. If plans are
not able to be 24” x36”, the smallest size possible is preferred. Plans to scale can be printed in half size.

WTHREE (3) copies of this application

HREE (3) copies of ARB plans, photographs and documentation arranged into individual packets. At least

one set of plans must bear the signatures of subdivision trustees (if applicable). Items without trustee signatures

will not be accepted until required signatures are obtained.

ONE PDF copy of all plans that are submitted in hard copy should be emailed to aquinn@cityofladue-

mo.gov. This single PDF should include the application, plan sheets and photographs and any other documentation
that the Board should review.

“ m&hematic site plan at a scale of not less than one-inch equals 20 feet including the following:

Dimensioned property lines,

Building setback lines,

Easements identified,

Existing and proposed area of work,
Location of driveways and parking areas,

Topographic contours of the existing grades and proposed finished grades at two-foot interval minimums
for a distance 25 feet from the face of the existing and proposed area of work with an indication of
direction of flow of storm water. (For new residence and home additions only)

Location of proposed landscape material (New residence only)
Landscape material proposed to be removed (New residence only), and
Identifying any accessory structures proposed or existing.

Hardscape and greenspace coverage calculations for existing and proposed front, rear, side and overall lot.

@&Schematic floor plans (at a minimum scale of one-quarter inch equals one foot) showing overall building
I

mensions. Plans may be printed in half-size.

ﬁM&Building elevations (at a minimum scale of one-quarter inch equals one foot) showing vertical dimensions,
e

nestration, proposed materials and colors, and any existing construction where an addition or modification is

proposed. All existing and proposed building materials shall be indicated on the existing building elevations. Plans
may be printed in half-size

Color photographs (8.5x11 inches) of the main building located on adjoining property. Color photographs

(8.5x11 inches) of all building elevations of existing structures for projects involving remodeling or additions.



ABBREVIATIONS:

ACT ACOUSTICAL

A.D. AREA DRAIN

AD.A. AMERICANS WITH DISABILITIES ACT

AF.F. ABOVE FINISH FLOOR

AGG. AGGREGATE

AL. ALUMINUM

ANOD. ANODIZED

BD. BOARD

B.H. BULKHEAD

BLDG. BUILDING

BLK BLOCK

BM. BENCHMARK

BP BEAM POCKET

BSMT. BASEMENT

BUR BUILT-UP ROOFING

C.J. CONTROL JOINT

CLG. CEILING

CMU CONCRETE MASONRY UNIT

C.0. CLEAN OUT

COL. COLUMN

CONC. CONCRETE

CONT. CONTINUOUS

CONTR. CONTRACTOR

CPT CARPET

CT CERAMIC TILE

DIA. DIAMETER

DIM. DIMENSION

D.J. DECK JOIST

DN DOWN

DS DOWNSPOUT

DWG DRAWING

E.C. ELECTRICAL CONTRACTOR

E.J. EXPANSION JOINT

EL ELEVATION

ELEC. ELECTRIC OR ELECTRICAL

ELEV. ELEVATOR

E.P.D.M CURED SINGLE-PLY SYNTHETIC MEMBRANE

EXH EXHAUST

EX EXISTING

EXT. EXTERIOR

EQ EQUAL

F.A. FIRE ALARM

F.D. FLOOR DRAIN

FIN FINISH

FRT FIRE RETARDANT TREATED

FTG FOOTING

FUR FURRING / FURRED

FUT FUTURE

FXB FIRE EXTINGUISHER BRACKET

FXC FIRE EXTINGUISHER CABINET

GA. GAUGE

GALV GALVANIZED

G.C.or GENERAL CONTRACTOR (GEN'L CONTR.)

GFRC GLASS-FIBER REINFORCED CONCRETE

GL. GLASS OR GLAZING

GPM# GRAVOIS PLANING MILL PROFILE NUMBER

GR GRADE

GYP.BD. GYPSUM BOARD

HB HOSE BIB

HC HOLLOW CORE

H.C. HANDICAPPED

HDW HARDWARE

HM HOLLOW METAL

HT HEIGHT

HTG HEATING

HVAC HEATING / VENTILATION / AIR CONDITIONING

I.D. INSIDE DIAMETER

JST JOIST

K.O. KNOCK OUT

LAV. LAVATORY

LT. LIGHT

LTL LINTEL

LVR LOUVER

MANUF. or MANUFACTURER (also MFR)

MATL MATERIAL

MAX MAXIMUM

MECH MECHANICAL

MH MANHOLE

MIN. MINIMUM

MISC MISCELLANEOUS

MLDG MOULDING

MMB MEMBRANE

M.O. MASONRY OPENING

MTL METAL

N.C. NO CHANGE

N.I.C. NOT IN CONTRACT

NOM NOMINAL

N.T.S NOT TO SCALE

0.C ON CENTER

O.D. OUTSIDE DIAMETER

OFCI OWNER FURNISHED -
CONTRACTOR INSTALLED

OPP. OPPOSITE

0.S. OCCUPANCY SENSOR

PLT. PLATE

PLUMB PLUMBING

PR. PRIVATE

P.T. PRESSURE-TREATED

PTD PAINT

PTN. PARTITION

PTD PAINTED

PVvC POLYVINYL CHLORIDE

QT QUARRY TILE

RA RETURN AIR

RCP REFLECTED CEILING PLAN

RD ROOF DRAIN

REG'S REGULATIONS

REQD REQUIRED

RFL REFLECTED

RM RESILIENT MATERIAL

SAT SUSPENDED ACOUSTICAL TILE

SC SOLID CORE

SCH SCHEDULE

SHT SHEET

SIM SIMILAR

STL STEEL

SPECS SPECIFICATIONS

SPKR SPEAKER

S/S STAINLESS STEEL

STOR. STORAGE

STRUCT STRUCTURAL

SYN SYNTHETIC

SYS SYSTEM

TEL TELEPHONE

THR THRESHOLD

TPO THERMOPLASTIC POLYOLEFIN
SINGLE-PLY ROOFING MEMBRANE

TR TRANSOM

TYP TYPICAL

U.N.O UNLESS NOTED OTHERWISE

VCT VINYL COMPOSITION TILE

W/ WITH

wceC WALL COVERING

WD WOOD

WH WATER HEATER

W/O WITHOUT

WP WATER PROOF

WWF WELDED WIRE FABRIC

GENERAL CONDITIONS:

10.

11.

12.

13.

14.

15.

16.

17.

18.

19.

THE CONTRACTOR SHALL OBSERVE ALL REGULATIONS IMPOSED BY THE
APPROPRIATE GOVERNING BODIES, AND ALL WORK SHALL COMPLY WITH THE
REQUIREMENTS OF THE BUILDING CODES, ACCIDENT AND FIRE PREVENTION
REGULATIONS. COMPLIANCE: ALL MATERIALS, EQUIPMENT, WORKMANSHIP,
WORKING CONDITIONS, AND CONSTRUCTION METHODS SHALL COMPLY WITH THE
LATEST APPLICABLE SECTIONS OF LOCAL, MUNICIPAL, CITY, STATE & FEDERAL
CODES, ORDINANCES & STANDARDS.

THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS & CONDITIONS PRIOR TO
STARTING ANY CONSTRUCTION AND SHALL NOTIFY THE ARCHITECT OF ANY
DISCREPANCIES OR INCONSISTENCIES AT THE BUILDING SITE.

THE CONTRACTOR SHALL VERIFY ALL EXISTING CONDITIONS SHOWN ON THE
DRAWINGS & CONSTRUCT ALL NEW WORK IN A NEAT & APPROVED MANNER.

THE CONTRACTOR SHALL ESTABLISH AND VERIFY ALL OPENINGS & INSERTS FOR
MECHANICAL AND ELECTRICAL WORK AS REQUIRED FOR THEIR INSTALLATION AND
PER DRAWINGS (IF APPLICABLE).

THE CONTRACTOR SHALL PROVIDE ALL NECESSARY TEMPORARY BRACING,
SHORING, GUYING, OR OTHER MEANS TO AVOID EXCESSIVE STRESSES AND TO HOLD
STRUCTURAL ELEMENTS IN PLACE.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR SAFETY AND SECURITY IN & AROUND
THE JOB SITE DURING CONSTRUCTION.

THE A.lLA. GENERAL CONDITIONS (FORM A-201 LATEST ISSUE) SHALL GOVERN AND BE
PART OF THIS PROJECT.

THE CONTRACTOR SHALL SUBMIT/FILE FOR, PAY & SECURE ALL APPROVALS, FIRE
PERMITS, TEST, AND CERTIFICATES OF COMPLIANCE & OCCUPANCY. BUILDING
PERMIT TO BE APPLIED FOR BY ARCHITECT.

THE DIMENSIONS ON THESE DRAWINGS IN ALL CASES SUPERSEDE SCALE.
CONTRACTOR IS NOT TO SCALE DRAWINGS.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR RUBBISH SWEPT UP & REMOVED
DAILY. UPON COMPLETION OF WORK, THE CONTRACTOR SHALL LEAVE WORK IN A
FINISHED CONDITION.

IT WILL BE THE DUTY OF THE CONTRACTORS TO COMMUNICATE IMMEDIATELY WITH
EACH OTHER IN ORDER TO SCHEDULE WORK, STORAGE AREAS, ETC. IN A MANNER
AND WITHIN THE TIME SPECIFIED.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR DAMAGE TO OWNER'S OR OTHERS
PROPERTY DONE BY HIM/HER OR INDIVIDUALS IN THE CONTRACTOR'S EMPLQOY, OR
THROUGH NEGLIGENCE.

THE CONTRACTOR SHALL LOCATE THE BUILDING SITE, ESTABLISH BUILDING LINES,
BENCH MARKS, FINISH FLOOR ELEVATIONS, LAYOUT FOR PARTITIONS & OPENINGS.
THE CONTRACTOR SHALL VERIFY THE LOCATION OF UTILITIES BEFORE
CONSTRUCTION BEGINS.

ALL ARCHITECTURAL DRAWINGS ARE IN CONFIDENCE AND DISSEMINATION MAY NOT
BE MADE WITHOUT PRIOR WRITTEN CONSENT OF THE ARCHITECT. ALL COMMON
LAW RIGHTS OF COPYRIGHTS AND OTHERWISE ARE HEREBY SPECIFICALLY
RESERVED.

IF THE CONTRACTOR DOES NOT CLEARLY UNDERSTAND THE PLANS, HE SHOULD
OBTAIN THE ARCHITECT'S WRITTEN EXPLANATION PRIOR TO BIDDING. THE
CONTRACTOR WILL BE HELD RIGIDLY TO INTERPRETATIONS OF THE ARCHITECT.
ALL ELECTRICAL, LIGHTING, MECHANICAL & PLUMBING WORK IS TO BE ON A
DESIGN/BUILD BASIS BY THE GENERAL CONTRACTOR. G.C. IS TO CONFER WITH
OWNER ON DESIGN OF ALL OF THESE SYSTEMS BEFORE PRESENTING
CONSTRUCTION BID TO OWNER.

ANY TRACKING OF SOIL OR OTHER DEBRIS MUST BE CLEANED IMMEDIATELY BY THE
CONTRACTOR. ALLEYS AND ROADWAYS SHOULD BE CLEANED ON A REGULAR BASIS.
ALL WORK TO BE COMPLETED ON OWNER'S PROPERTY. NO ENCROACHMENT
ALLOWED ON NEIGHBOR'S LOT UNLESS PERMISSION GRANTED BY A PROPERTY
MAINTENANCE AGREEMENT.

MECHANICAL NOTES:

1.

EQUIPMENT AND ROUGH MECHANICAL WORK SHALL BE DESIGNED AND BUILT BY D/B
CONTRACTOR WHO SHALL ARRANGE FOR AND OBTAIN INSPECTIONS AND SIGN OFFS
REQ. BY THE APPLICABLE CITY GOVERNING AUTHORITY.

PENETRATIONS THROUGH FIRE PARTITIONS BY DUCTS AND AIR TRANSFER
OPENINGS SHALL COMPLY WITH IBC-2009 SECTION 716.

DUCTWORK AND MECHANICAL SYSTEMS SHALL BE SEALED FOR PROTECTION
DURING CONSTRUCTION; HVAC EQUIPMENT SHALL NOT BE OPERATED DURING
CONSTRUCTION.

ELECTRICAL NOTES:

ELECT. WORK SHALL BE DESIGNED AND BUILT BY D/B CONTRACTOR, WHO SHALL
ARRANGE FOR AND OBTAIN INSPECTIONS AND SIGN-OFFS REQ. BY THE APPLICABLE
CITY GOVERNING AUTHORITY. LIGHTS, PHONES, ELECT. SWITCHES AND OUTLETS TO
BE INSTALLED PER CODE. OWNER TO APPROVE FINAL LAYOUT AND FIXTURE
SELECTION.

INSULATION NOTES:

1.

BUILDING TO BE WEATHER SEALED AND INSULATED PER CODE WITH IMPROVEMENTS
AS SPECIFIED PER PLANS, SPECIFICATIONS AND AS REQUESTED BY OWNER.

PROJECT INFORMATION:

PROJECT DESCRIPTION:

UPDATES TO EXTERIOR FACADE AT EXISTING COMMERICAL SHOPPING
CENTER. SCOPE OF WORK INCLUDES NEW DORMERED FACADE WITH NEW
WALKING PAVEMENT AND STRIPING OF EXISTING PARKING SURFACE.

PROJECT NAME:

COMMERCIAL CENTER EXTERIOR ALTERATIONS
9842 CLAYTON ROAD

LADUE, MO. 63124

OWNERS:

WOLFF PROPERTIES

11456 OLIVE BOULEVARD, SUITE 210
ST. LOUIS, MO 63141-7101

(314) 991-1500

CONTACT: JON WOLFF

ARCHITECT:
KILLEEN STUDIO ARCHITECTS
3015 SALENA ST.

ST. LOUIS, MO 63118

(314) 771-0883

CONTACT: CORI HINTERSER

APPLICABLE CODES:

2021 INTERNATIONAL BUILDING CODE

2014 NATIONAL ELECTRICAL CODE

2021 INTERNATIONAL MECHANICAL CODE

2021 UNIFORM PLUMBING CODE

2021 INTERNATIONAL RESIDENTIAL CODE

2021 INTERNATIONAL FUEL GAS CODE

2021 INTERNATIONAL ENERGY CONSERVATION CODE
2021 INTERNATIONAL PROPERTY MAINTENANCE CODE

CONTRACTOR:
MUSICK CONSTRUCTION COMPANY
254 HANLEY INDUSTRIAL COURT
ST. LOUIS, MO 63144

(314) 781-7005

CONTACT: BRAD DAVIS

STRUCTURAL ENGINEER:
ANVIL ENGINEERING
7212 WEIL AVENUE

ST. LOUIS. MO 63119
(314) 338-7720

CONTACT: SHAWN HART

STOREFRONT MANUFACTURER:
T.B.D.

WINDOW MANUFACTURER:
T.B.D.

HISTORIC DISTRICT: NONE

FLOOD PLAIN: NONE
USE GROUPS: MERCANTILE (M)
ZONING: G-1 COMMERCIAL

CONSTRUCTION TYPE: 3B

ALLOWABLE HEIGHT: 35'

ACTUAL HEIGHT: 33'

ALLOWABLE AREA: 12,500

ACTUAL AREA: 11,800 S.F., INCL. COVERED WALK AREA

SYMBOL LEGEND
ELEVATION

FLOOR DRAIN

HOSE BIB

CODE-COMPLIANT
EGRESS WINDOW

TEMPERED GLASS

KEYNOTE

01 DOOR TAG
WINDOW TAG

PARTITION TYPE

BRI ORORE .

X=~——DETAIL NUMBER

X SHEET NUMBER

X
ELEVATION

( DETAIL NUMBER

@
=

SHEET NUMBER
BUILDING
SECTION
(SIM)DETAIL NUMBER
SHEET NUMBER
SECTION
CALLOUT

f\m f\
N

EXISTING DOOR NEW DOOR DOOR TO REMOVE

EXISTING WINDOW NEW WINDOW WINDOW TO REMOVE
1 IN— R

EXISTING WALL NEW WALL WALL TO REMOVE

Commercial Remodel to:

9842 Clayton Road, Ladue, MO.
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Ferguson
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7o) Jennings
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Gat) University City

Creve Coeur
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70}

0842 Clayton Rdy'St. Clayton
LouisgMO 63124 i

DesPeres

anchesier

2

LOCATION MAP qb

N.T.S

PROJECT LOCATION

KILLEEN STUDIO
ARCHITECTS

3015 SALENA STREET
ST. LOUIS, MO 63118
314-771-0883

SEAL #: A-7597

09/07/22

BARBER
Lo EStiop

e
e

VIEW AT CLAYTON ROAD (EAST)

MATERIAL KEY:

SW7003 TOQUE WHITE

SW 6244 NAVAL (FABRIC TO MATCH)
+ SHUTTERS, AWNINGS

103 NATURAL WHITE
« DRYVIT/TAFS SYSTEM ("FREESTYLE" FINISH)

FIRESTONE METAL "AGED ZINC"
+ DORMER ROOFS, RIDGE CAP

DARK BRONZE

WHITE
+  STOREFRONT MULLIONS (AS SHOWN)

COPPER
+ ROOF FINIALS

SLATE BLACK
+  ROOFING

TERRA COTTA
+ CHIMNEY CAP

PROPOSED EXTERIOR MATERIALS

SHEET INDEX

Cover Sheet

Demolition Plan & Elevation

Proposed Site & Column Plan

+ BEAD BOARD CEILING, BRACKETS, COLUMNS, DORMERS, EIFS, FASCIA, GUTTERS, RAFTERS, WOOD TRELLIS

Roof & Reflected Ceiling Plan

Landscape & Accessory Plan, Details

WOLFF FACADE RENOVATION

9842 CLAYTON RD.
ST. LOUIS, MO. 63124

Building Elevations

Building & Wall Sections

MARK | DATE DESCRIPTION

Project Manual

06/13/22| PERMIT

Project Manual

—

07/01/22|REVISION 1

Cover Sheet

N

09/07/22|REVISION 2

General Notes

w

10/13/22 |REVISION 3

General Notes

General Notes

+ DOORS, STOREFRONT MULLIONS (AS SHOWN), 2ND STORY WINDOWS

Foundation Plan

Foundation Details

Foundation Details

Framing Plan

* RENDERING INTENDED FOR

Framing Sections

DRAWN BY: CH ‘CHECKED BY: MK

VISUAL PURPOSES ONLY; REFER

Framing Sections

Steel Details

TO PLANS AND ELEVATIONS FOR
FINAL DETAILS

Steel Details

Steel Details

N.T.S

SHEET NO.

A0.0

Cover Sheet




GENERAL DEMOLITION NOTES:

A. COORDINATE LIMITS OF DEMOLITION WITH NEW CONSTRUCTION.
B. G.C.SHALL PROVIDE ALL NECESSARY TEMPORARY BRACING,

)
EXISTING WINDOWS TO BE
REMOVED, TYP; PREP FOR
REPLACEMENT WINDOW OF SAME
SIZE AT EXISTING OPENING.

REMOVE EXISTING

= REMOVE EXISTING VEGETATION
PARKING SPACE PAIN

EXISTING DOOR TO BE REMOVED;
PREP FOR REPLACEMENT DOOR OF
SAME SIZE AT EXISTING OPENING.

12'-0"¢

N\

EXIST. PAVEMENT TO
REMAIN & BE REPAIRED.
PROTECT FROM
FURTHER DAMAGE
DURING CONSTRUCTION

REMOVE PORTION OF EXISTING
SPHALT PARKING SURFACE

REMOVE EXISTING SIDEWAL

EXISTING MAILBO
TO BE REMOVED

|

EXIST. DRAINAGE INLET
TO BE ADJUSTED/
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REMOVE EXISTING PARKING
SPACE PAINT, TYP.

REMOVE PORTION OF EXISTING
SPHALT PARKING SURFACE

REMOVE EXISTING SIDEWAL
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SHORING, GUYING, OR OTHER MEANS TO AVOID EXCESSIVE
STRESSES AND TO HOLD STRUCTURAL ELEMENTS IN PLACE.
G.C. TO VERIFY EXISTING UTILITY CONNECTIONS TO BE RE-USED,
INCLUDING WATER, GAS AND ELECTRIC SERVICE. UTILITY
CONNECTIONS MUST BE CERTIFIED FOR RE-USE, IN WRITING, BY A
QUALIFIED LICENSED SUB-CONTRACTOR. UN-USABLE UTILITY
CONNECTIONS MUST BE REPLACED.
CONTRACTOR SHALL PROPERLY DISPOSE OF ALL BUILDING
MATERIALS AND WASTE FROM THIS JOB SITE DAILY. DEMOLITION
MATERIALS SHALL NOT BE LEFT ON THE SITE TO CREATE AN
UNSIGHTLY CONDITION. DEMOLITION CONTRACTOR SHALL LEAVE
BUILDING AND SITE IN BROOM CLEAN CONDITION.
COORDINATE AND VERIFY WITH OWNER FOR REMOVAL OF

E.
ELECTRICAL, PLUMBING AND MECHANICAL SYSTEMS, IF APPLICABLE,

INCLUDING BUT NOT LIMITED TO WIRING, LIGHT FIXTURES,
ELECTRICAL DEVICES, PLUMBING LINES AND FIXTURES, HVAC

EQUIPMENT AND DUCTWORK.
VERIFY RE-USE OF EXISTING SIGNAGE WITH OWNER PRIOR TO

DEMOLITION.
BUILDING MUST BE COMPLETELY SECURED AT THE END OF EACH
WORK DAY. REMOVAL OF ENTRY DOORS SHALL BE SCHEDULED AS

TO MINIMIZE SECURITY RISKS. SECURE/BOARD WINDOW OPENINGS
AFTER WINDOW REMOVAL.

G.

: DENOTES PORTION OF EXISTING
PAVEMENT TO BE REMOVED.

REMOVE EXISTING VEGETATION

EXISTING STOREFRONT SYSTEM TO BE
REMOVED; HOST WALL TO REMAIN, TYP.
PREP FOR REPLACEMENT SYSTEM AT
EXISTING OPENINGS AT ALL LOCATIONS.

EXISTING STOREFRONT SYSTEM TO BE
REMOVED; HOST WALL TO REMAIN, TYP.
PREP FOR REPLACEMENT SYSTEM AT
EXISTING OPENINGS AT ALL LOCATIONS.

EXISTING BUILDING TO REMAIN

N—EXISTING STOREFRONT SYSTEM TO BE
REMOVED; HOST WALL TO REMAIN, TYP.

PREP FOR REPLACEMENT SYSTEM AT
EXISTING OPENINGS AT ALL LOCATIONS.

DEMOLITION FIRST FLOOR PLAN

2 3/32" = 1'-0"

—EXISTING NEIGHBORING BUILDING NOT IN SCOPE

EXISTING FACADE AND SIGNAGE TO BE REMOVED;
EXISTING ROOFING CANT AND VENTING BEHIND TO REMAIN,
TYP. VERIFY RE-USE OF SIGNAGE PRIOR TO DEMOLITION.

EXISTING AWNINGS TO BE REMOVED, TYP.

EXISTING DECORATIVE RAILING TO BE
REMOVED, TYP.

T T T T
= |
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EXISTING FACADE AND SIGNAGE TO BE
REMOVED; EXISTING ROOFING CANT AND
VENTING BEHIND TO REMAIN, TYP. VERIFY
RE-USE OF SIGNAGE PRIOR TO DEMOLITION.

EXISTING STOREFRONT SYSTEM TO BE REMOVED, TYP.
EXISTING BRICK WALL AND HEADERS TO REMAIN, TYP.
EXISTING ROOF STRUCTURE, CANT AND VENTING TO REMAIN

EXISTING
NEIGHBORING
BUILDING
(NOT IN SCOPE)

EXISTING STOREFRONT SYSTEM TO BE REMOVED

EXISTING WINDOWS AND DOOR TO BE REMOVED

EXISTING DECORATIVE RAILING TO BE
REMOVED, TYP.
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ING BRICK WALL AND HEAD

NORTH ELEVATION - DEMOLITION
1/8" = 1'-0"

KILLEEN STUDIO
ARCHITECTS

3015 SALENA STREET
ST. LOUIS, MO 63118
314-771-0883

SEAL #: A-7597

WOLFF FACADE RENOVATION
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MARK DESCRIPTION
06/13/22
2 09/07/22
3 10/13/22
DRAWN BY: CH ‘CHECKED BY: DL
SHEET NO.

A1.0

Demolition Plan &
Elevation




PROPOSED SITE AND FLOOR PLAN NOTES:

A. EXISTING PARKING SURFACE AREA AND ANY EXISTING GRILLES TO
REMAIN. SURFACE TO BE REPAIRED AND RE-STRIPED.

CLAYTON ROAD

EXIT ONLY

EXISTING BRICK PAVING

EXISTING BRICK PAVING
AND TREE TO REMAIN

.

RETAN

B. NEW CONCRETE WALKWAY TO BE ADDED IN PLACE OF EXISTING AT
STOREFRONTS. REFER TO PLAN FOR DIMENSIONS.

C. STOREFRONT SYSTEM AND WINDOWS TO BE REPLACED PER OWNER
SELECTION AT EXISTING OPENINGS BY OTHERS.

D. ALL EXTERIOR FINISHES AND HARDWARE SELECTION TO BE
COORDINATED WITH OWNER, SEE SPECIFICATIONS FOR MORE FINISH
INFORMATION.

E. TRASH CANS, BENCHES AND OTHER SITE IMPROVEMENTS TO BE

PROVIDED BY OWNER UPON COMPLETION OF CONSTRUCTION.

INTERIOR OF EXISTING SPACE AND REAR PORTION OF PROPERTY ARE

EXISTING STOP
LIGHT AND UTILITY
BOX TO REMAIN

NOT IN SCOPE.

ENTER ONLY :

PARKING INFORMATION:

EXISTING BRICK PAVING EXISTING BRICK

AND TREE TO REMAIN PAVING TO REMAIN

EXISTING PARKING SPACES: 47, 3 HANDICAP

SN

PROPOSED PARKING SPACES: 47, 3 HANDICAP

\ —F * N
. \ : DENOTES SPOTS THAT ARE EXISTING TO REMAIN;
\ TO BE RE-STRIPED IN EXISTING LOCATION.
\ o ______—‘ AN
: | : N
0" 21'- 0"t = o EXISTING FENCE
18' - 20'- 10"+ D NTO REMAIN=X{ NEW STOREFRONT
y SYSTEM
SNANANANANAN 11 1/4" +
. 8 ——i MATCH EXIST. GYP. BD. SILL (INTERIOR)
SEE LANDSCAPE PLAN ’ N ] /> SEE LANDSCAPE PLAN TO MATCH EXISTING
FOR PROPOSED NEW PARKING NEW PARKING SPOTI \FOR PROPOSED Uggg;@ﬁg;gﬁggmﬁ y
. 7 7 NEW DIRECTION ARROW ‘ ,/ _ CORNERBEAD
SOOI NN NN / g
NEW DIRECTION ARROW H NEW DIRECTION ARROW FRAMING ———— | EXISTING. PAINT.
. @ ASPHALT SURFACE o @ ASPHALT SURFACE :
N - Ly " "
5' EASEMENT N z TAFS" FINISH OVER T
PER SITE PLAN \ SN ~ CMT. BD. SUBSTRATE—— | | A=)
. _\— ‘ E i / . <§( E
R, s S £ —] 3172 NEW BASE PER OWNER
& @) ] " SELECTION
Sk s —_ - & 31/2"—
W8x13 COLUMN W/ : — j ELASTOMERIC SEALANT , FIRST FLOOR
COMPOSITE SURROUND e g w/ BACKER ROD ) A
o g0 130 - Tl i R 100" - 0
“ ******* 1l A / \
S i—— P.T. 2x SILL PLATE EXIST. FLR. TO REMAIN
. <D, 720 /50
/3 S \ NEW PARKING BUMPERS /. \A3.0 / NEW PARKING BUMPERS \A30 ) 2) SECTION @ AREA TO BE INFILLED
w @ LINE OF SOUTH @ LINE OF SOUTH 1" =1-0"
. ADA RAMP. PARKING SPACES PARKING SPACES N
6| RISE
/o) | ;
.
N : : | —/ ~
@\ | [ < (=] C— R RS SO
2 036" m mm N mm m o m
(@) A A 714 oS | TRELLIS
e U \ 2 = N IR N ' I
rj)\3 B T\ N o PLANTER N N ~
> \A13 ) H ADA RAMP, EXIST. MAILBOX - ) BOX ADA RAMP. H =
- ! TO BE REMOVED ) S . \ EXISTING
c ~ 6" RISE / 6" RISE ~ 44£ﬁ
Z H H A H H H n NEIGHBORING
me | N i y AN I i i  — N T S ™ 1 BUILDING
\ (004) 003 002 001 (NOT IN SCOPE)
. ; DIM. FROM CENTERLINE OF THIS
l LINE OF GREY CAULK FIRST (LAST?) COLUMN LINE FOR
——————— LINE AT DOOR FRAME EXTENDED, CANTILEVERED
STEEL SHOWN HERE AT 18" LESS
THAN THAT SHOWN ON TROJAN
NEW STOREFRONT SYSTEM TO BE IRON WORKS, INC. SHOP
INSTALLED AT EXISTING OPENINGS DRAWINGS. THIS ITEM TO BE
— PER MANUFACTURER SPECIFICATION; — — CONFIRMED BETWEEN STRUCT.
SEE ELEVATION ENGINEER & ARCHITECT, GIVEN
EXIST. CONDITIONS.
"H CURB. TOP FLUSH
WITH NEW CONC. WALK
9842 CLAYTON ROAD
LINE OF FACE OF EDGE
OF GUTTER ON ROOF
ELEMENT ABOVE
y SITE AND COLUMN PLAN
3/32" = 1'-0"
SIDE SLOPE OF RAMP
EXISTING BEGINING UPWARD
MASONRY (BRICK
A 4" H CURB w/ "EASED END" WINDOW SCHEDULE DOOR SCHEDULE
,,,,,, SLOPE UPWARD Mark | WIDTH | HEIGHT | SILL HEIGHT TYPE NOTES NUMBER | WIDTH | HEIGHT DOOR TYPE Frame Material NOTES
1" PER 12 A 6'-0" |5-0" |2'-0" E.T.R. |FIXED, INSULATED | INFILL @ EXISTING OPENING 5'-0" 6'-9" |STOREFRONT DOOR - NARROW FRAME
"RAMP" FOR ADA ACCESS - B 1'-0Q" 2'_ 6" FIXED, SINGLE-PANE | VISUAL OCCLUSION AT GLAZING 001 3'-0" 6'-11" |STOREFRONT DOOR - NARROW FRAME |DARK BRONZE ALUMINUM
FROM ASPHALT ELEV. TO c -0 |5-0" FIXED. SINGLE PANE 002 6'-10" | 6'-11" |[STOREFRONT DOOR - NARROW FRAME |DARK BRONZE ALUMINUM
NEW WALK ELEV. [6" TOTAL 003 6'-10" | 6'-11" |[STOREFRONT DOOR - NARROW FRAME |DARK BRONZE ALUMINUM
RISE ESTIMATED] 004 3'-4" | 6'-11" |STOREFRONT DOOR - NARROW FRAME |DARK BRONZE ALUMINUM |ALTERNATE 6'-0" DOOR;
WINDOW GENERAL NOTES: SEE ELEVATION
) 1. DIMENSION PROVIDED ON WINDOW SCHEDULES ARE FOR REFERENCE ONLY. CONTRACTOR_ 005 ,3 -3 . ,6 il . STOREFRONT DOOR - NARROW FRAME | DARK BRONZE ALUMINUM
6" H CURB. TOP FLUSH MUST FIELD VERIFY DIMENSIONS. 007 3'-21/2"|7'-51/2"|EXTERIOR DOOR - T.B.D. DARK BRONZE ALUMINUM
WITH NEW CONC. WALK 2. ADJUST ALL NEW SILL DEPTHS ACCORDING TO THICKNESS OF FURRING AT EACH LOCATION.
3. ALL NEW ALUMINUM-CLAD WINDOWS TO HAVE "DARK BRONZE ANODIZED" COLOR FINISH AT .
EXTERIOR OR EQUIVALENT. CONTRACTOR TO SUBMIT COLOR SAMPLE FOR APPROVAL BY DOOR GENERAL NOTES:
OWNER AND ARCHITECT. 1. GLASS IN DOORS, TRANSOMS, SIDELIGHTS, AND STOREFRONTS SHALL BE TEMPERED GLASS.
4. ALL WINDOWS TO RECEIVE PAINTED TRIM AROUND THE INTERIOR; TRIM PROFILES AND FINISH 2. DOORS AND FRAMES SHALL BE PREPARED TO RECEIVE HARDWARE. COORDINATE WITH OWNER
(ADDITIONAL) AREA OF TO MATCH EXISTING AND BE APPROVED BY OWNER. 3. PROVIDE TYPICAL COMMERCIAL STOREFRONT DOOR HARDWARE (DARK BRONZE LEVER, BAR, ETC.), INCLUDING;
EXIST. PAVING UNDERNEATH 5. GENERAL CONTRACTOR TO VERIFY EXISTING OPENING SIZE AT NEW DOOR(S) TO BE THUMB TURN DEAD BOLT LOCKS AND OVERHEAD CLOSERS AT ENTRY DOORS. VERIFY HARDWARE SELECTION
EXIST SOFFIT (AT BASKIN INSTALLED IN EXISTING OPENING(S). REFER TO PLAN FOR LOCATION(S). AND FUNCTION WITH OWNER PRIOR TO ORDERING.
ROBBINS SHOP ENTRY) 6. PROVIDE VISUAL OCCLUSION AT SINGLE-PANE, GLAZED DECORATIVE WINDOW PER PLANS. 4. EXTERIOR DOORS SHALL BE PROPERLY WEATHER-STRIPPED. PROVIDE AN ADJUSTABLE THRESHOLD; NO
DAYLIGHT SHALL BE SHOWING WHERE DOOR CONTACTS FRAME OR ADJACENT DOOR.
5. DIMENSION PROVIDED ON DOOR AND WINDOW SCHEDULES ARE FOR REFERENCE ONLY. CONTRACTOR MUST
FIELD VERIFY DIMENSIONS.
6. ALL ALUMINUM DOORS TO BE PRE-FINISHED IN DARK BRONZE. COORDINATE WITH OWNER.
7. GENERAL CONTRACTOR TO VERIFY EXISTING OPENING SIZE AT NEW DOOR(S) TO BE INSTALLED IN EXISTING
OPENING(S). REFER TO PLAN FOR LOCATION(S).
8. ALL DOORS TO MEET 2021 IECC FOR U-VALUE AND SHGC.

SIDEWALK DIMS. @ WEST END
3/16" = 1'-0"

3

ALL DOORS TO BE INSULATED.

/)

PLAN NORTH

KILLEEN STUDIO
ARCHITECTS

3015 SALENA STREET
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314-771-0883
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09/07/22

WOLFF FACADE RENOVATION

9842 CLAYTON RD.

ST. LOUIS, MO. 63124

MARK | DATE

DESCRIPTION
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N

09/07/22
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SHEET NO.
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Proposed Site &
Column Plan




GENERAL CEILING PLAN NOTES:

A. ALL CEILING HEIGHTS ARE MEASURED FROM FINISHED FLOOR.
B. LIGHTING FIXTURES SHALL BE FURNISHED AND INSTALLED BY THE G.C.

U.N.O.; FINAL SELECTIONS TO BE APPROVED BY OWNER PRIOR TO
PURCHASING.

LAYOUT SHOWN IS SUGGESTED ONLY; FINAL LAYOUT AND LOCATION
OF ALL ELECTRICAL DEVICES TO BE APPROVED AND COORDINATED
WITH OWNER ON SITE PRIOR TO INSTALLATION.

LIGHT SWITCHES, ELECTRICAL OUTLETS, THERMOSTATS, AND OTHER
ENVIRONMENTAL CONTROLS IN ACCESSIBLE LOCATIONS SHALL BE
INSTALLED IN ACCORDANCE WITH THE PROVISIONS OF ICC/ANSI A117.1

GENERAL ROOF NOTES:
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METAL RIDGE CAP W/ FINIAL

METAL RIDGE CAP TO
MATCH COLOR OF ROOFING7

NEW MANSARD ROOF ELEMENT TO BE
COMPARTMENTALIZED BY WAY OF
VERTICAL FIRESTOPPING AT INTERVALS
OF 20’-0" MAXIMUM, PER IBC CHAPTER 7;
SEE ELEVATION FOR SPACING

SMALL DORMERS PER OWNER SELECTION

ROOFING IN BLACK COLOR AT NEW LARGE

w

STANDING SEAM METAL ROOFING AT

NEW ALUMINUM GUTTERS TO BE
PAINTED METALLIC COPPER

DaVINCI COMPOSITE SYNTHETIC SLATE

DORMERS PER OWNER SELECTION

'FYPON' "RAFTER TAIL COVE PROFILE"
4"x6"x24" OR SIMILAR TO BE USED;
VERIFY STYLE WITH OWNER PRIOR

. TO ORDERING.*\

il il il il il il il il il il
|||||||||||||||||

" —
||||||||||||||

ROOF AT EXISTING BUILDING TO REMAIN\

\EXISTING CANT & ROOFING

TO REMAIN & BE FLASHED
— INTO NEW ROOFING

o —ROOF AT EXISTING BUILDING TO REMAIN

1

ROOF PLAN

3/32" = 1'-0"

REMOVE EXISTING ROOFING DOWN TO ROOF DECK AT ALL EXISTING
FLAT ROOFS.

VERIFY DECKING IS STRUCTURALLY SOUND AND FREE OF
DETERIORATED SUBSTRATE. DETERIORATED SHEATHING SHALL BE
REMOVED AND REPLACED WITH NEW MATERIALS.

BEFORE INSTALLATION OF ROOFING, VERIFY THAT DECK IS DRY,
SOUND, CLEAN AND SMOOTH. IT SHALL BE FREE OF ANY
DEPRESSIONS, WEAVES AND PROJECTIONS. COVER WITH SHEET
METAL, ALL HOLES 1 INCH IN DIAMETER, CRACKS OVER 1/2 INCH IN
WIDTH, LOOSE KNOTS AND EXCESSIVELY RESINOUS AREAS.

CLEAN DECK SURFACES THOROUGHLY PRIOR TO INSTALLATION OF
EAVE PROTECTION MEMBRANE AND UNDERLAYMENT.

INSTALL EAVE PROTECTION MEMBRANE AT LEAST 36" WIDE, LAP
ENDS 6" AND SEAL.

INSTALL ONE LAYER OF ROOF DECK UNDERLAYMENT (FELT WEIGHT
CONSISTENT WITH MANUFACTURER'S INSTRUCTION) OVER THE
ENTIRE AREA NOT PROTECTED BY EAVE PROTECTION OR VALLEY
MEMBRANE.

. VENT PIPES: INSTALL A 24" SQUARE PIECE OF EAVE PROTECTION

MEMBRANE LAPPING OVER ROOF DECK UNDERLAYMENT; SEAL
TIGHTLY TO PIPE.

INSTALL ROOFING ACCORDING TO MANUFACTURER'S INSTRUCTIONS
AND CITY BUILDING CODE.

ATTIC VENTING MUST NOT BE VISIBLE FROM STREET.

PROVIDE 20 YEAR WARRANTY WITH A 2 YEAR LABOR WARRANTY.
ALL GUTTERS AND DOWNSPOUTS TO MATCH EXISTING IN SIZE,
COLOR, PROFILE, MATERIAL AND FINISH. CONNECT TO POP-UP
EMITTERS AND DIVERT WATER FROM BUILDING AS REQUIRED BY
MSD.

LIGHTING AND ELECTRICAL SYMBOL LEGEND

PROVIDE ELECTRICAL FOR SIGNAGE
AS REQUIRED; VERIFY LOCATIONS
WITH OWNER AND SIGN CONTRACTOR

'FYPON' "RAFTER TAIL COVE

PROFILE" 4"x6"x24" OR SIMILAR TO

BE USED; VERIFY STYLE WITH
OWNER PRIOR TO ORDERING.——

BEADBOARD CEILING; PAINT OR
STAIN PER OWNER SELECTION——

T T T

BB

" NOTE: DOUBLE COLUMNS AT
LARGER CENTRAL PEAK,
kS
1

z |

SINGLE COLUMNS AT

NNy

a
ROOF AT EXISTING BUILDING TO REMAIN\\

o ROOF AT EXISTING BUILDING TO REMAIN—— ™

210 1/4" 210" SMALLER SIDE PEAKS
AAAAAAAA A A A AAAAAAA~
WP N N WP WP
) q:PWP | ‘ \ () q:PWP \ O
| " = == Or— | C—@mm’ == o1 - u
10'-11 1/2" \ ﬁ
+ /@/’/ﬁ\\q\ /®\\ /@//7\\% R /@//7\\&:\ A e N /@//7\\&\ R /@//H\\z P
— ~— - - ~ — ~ — — ~ — —~ - -~ — -~ — — ~— —
) [m} E [m| [m) [m)
u| m) R I @ s ma|
I
7! - Oll 7’ - Oll 9’ - 7" 5’ - 1 1ll 5| - 11" 8l - 1 1“ 5! - 11" 5' - 1 1“ 8l - 10" 8| - 10" 4' - 5" 4' - 5" 7! - Oll 7' - Oll
7! - Oll 7' - Oll 32’ - 5ll

2

FIRST FLOOR REFLECTED CEILING PLAN

3/32" = 1'-0"

"\

* PROVIDE DUSK TO DAWN CONTROL TIMER
OR SENSOR AT EXTERIOR RECESSED CAN
LIGHTING. VERIFY LOCATION OF CIRCUITS
WITH OWNER AND ELECTRICIAN.

<H>GFC| GROUND FAULT CURRENT INTERRUPTER PROTECTED ELEC.
OUTLET (15" A.F.F. OR 6" ABOVE COUNTER, U.N.O.)

ABOVE COUNTER, U.N.O.)

1
<H>WF> WEATHERPROOF DUPLEX RECEPTACLE (15" A.F.F. OR 6"
1

SINGLE-POLE SWITCH (48" A.F.F., UN.O.)

THREE-WAY SWITCH (48" A.F.F., U.N.O.)

|
;%DM
DIMMABLE SWITCH (48" A.F.F., U.N.O.)
I%I
%)

RECESSED (CAN) LIGHT FIXTURE W/ WEATHERPROOF TRIM

&I WALL-MOUNTED (EXTERIOR) LIGHT FIXTURE

o

MOTION AND SWITCH EXTERIOR FLOOD LIGHTS

/)

PLAN NORTH

KILLEEN STUDIO
ARCHITECTS

3015 SALENA STREET
ST. LOUIS, MO 63118
314-771-0883

SEAL #: A-7597
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07/01/22|REVISION 1

N

09/07/22|REVISION 2
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10/13/22 |REVISION 3

DRAWN BY: CH ‘CHECKED BY: MK

SHEET NO.
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Roof & Reflected
Ceiling Plan




CLAYTON ROAD

EXIST. TREES
TO REMAIN
“““““““““ T KILLEEN STUDIO
e === e EXIST. TREE ———
= w%‘\ OREMAIN [ =
Ty _ L %\ ——EXISTING STOP AR(H "-E( I S
= e , LIGHT AND UTILITY
NS e e = BOX TO REMAIN 3015 SALENA STREET
y ST. LOUIS, MO 63118
, 314-771-0883
— EXISTING FENCE TO
J REMAIN SEAL #: A-7597
MULCH FILL @ NEW \ ¢
VEGETATION <
' 8
(]
3
o
W o
=z
Z 09/07/22
B
o
.LLI
5' EASEMENT S
PER SITE PLAN : >
g-8% 13'- 9" 5'- 0" 12'- 1" a
(]
—_—— @ —7 e —
o o = — —
— fa— — o g
N ya—4 [ yA—4 !
N fo— o [— %
N . - fa— f— I
S / — —
@ — —4
N 7 BIKERACK— O
\ e e C i - PLANTER ©
. o o - eox S TREWIS—— g >
SYMBOL LEGEND © L g - e B S - o~ 1 L g
o) n B ; - : B
ALBERTA SPRUCE: (9) ‘ 3\\ T ) — & G S i 2 : m —= n i = 2 O
3 o EXISTING
2 NEIGHBORING Z
c \ BUILDING
KNOCKOUT ROSE: 27) . & (NOT IN SCOPE)
, LL
\\\\"///4 \ m
CHINA BOY HOLLY: 1) ;%%5
I . 9842 CLAYTON ROAD
CHINA GIRL HOLLY: ®) % \ — N LIJ
HOSTA LILIES: (18) @ <
CANNA LILIES: 25 e & LANDSCAPE PLAN AND SYMBOL LEGEND N
3/32" = 1'-0" D -—
SUNPATIENS: (20) . Ll_ oY 8
LIMBING HYDRANGEA: 1 I I CZ) C§>
c G GEA: ™) LL ; -
. * REFER TO PRODUCT MANUFACTURER FOR FURTHER I < CL)
2 INFORMATION AND INSTALLATION RECOMMENDATIONS. * R
CRABAPPLE TREE: N O ONQ)
N |
= < 3
MULCH FILL: - < % e y o 0N
& © y L "
= 7 N N MARK | DATE |  DESCRIPTION
S 06/13/22 | PERMIT
© © 2 |09/07/22|REVISION 2
_ N\ _ N\
GREEN SPACE CALCULATION S N
EXISTING GREEN SPACE: 687+ SF S WEX31 SIDE PROFILE FRONT PROFILE
NEW GREEN SPACE: 400+ SF ) , )
TOTAL GREEN SPACE: 1088+ SF 63/8 L 1-115/8 7
4 2.6 e 'EKENA MILLWORK', "10" x
: 2l 10" x 12' H 'CRAFTSMAN NOTE:
IMPERVIOUS COVERAGE SIDE PROFILE FRONT PROFILE S CLASSIC', SQUARE (NON- 1. 'FYPON' "RAFTER TAIL COVE PROFILE"
v TAPERED) SMOOTH PVC 4"x6"x24" OR SIMILAR TO BE USED; GRAPHIC
EXISTING COVERAGE 18,487+ SF , : .
NEW COVERAGE 18,087+ SF _ | A D e SHOWN REFLECTS DIMENSIONS. DRAWNBY: CH _|CHECKED BY: DL
TOTE.'SPECTIS' 'BL3010" OR SIMILAR TO BE USED. ; . TRIM RAFTER TAIL IN FIELD TO FIT 6" SHEET NO.
¢ CALCULATIONS REFLEGT THE SITE AREA - SPECTIS' BL3010" OR SIMILAR TO BE USED: || APPLICATION AT SMALL ROOF OVERHANG.
NORTH OF THE EXISTING BUILDING ONLY; . > 3. VERIFY FINAL PRODUCT SELECTION WITH
OTHER PORTIONS OF THE SITE ARE NOT 2. APPLICATION AT SMALL ROOF OVERHANG. N FRAME / SHIM FOR GENERAL CONTRACTOR AND ARCHITECT.
INCLUDED IN THIS PROJECT SCOPE. 3. VERIFY FINAL PRODUCT SELECTION WITH INSTALLATION PER
GENERAL CONTRACTOR AND ARCHITECT. MANUFACTURER [ ]
RECOMMENDATION
5 2!?(_3?'R6°':TIVE BRACKET DETAIL 2 ﬁLﬁ;S_Eﬁ'(I)’lON OF COLUMN AND SURROUND y 2!'5(—:?'R66':TIVE EXPOSED RAFTER DETAIL ﬂ Landscape &
o S S ' Accessory Plan,
f Details
PLAN NORTH
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BARBER
SHOP 4

@ VIEW AT STOREFRONT ENTRY @ VIEW @ BARBER SHOP CORNER, WEST

DaVINCI COMPOSITE SYNTHETIC SLATE ROOFING IN

DaVINCI COMPOSITE SYNTHETIC SLATE ROOFING IN
BLACK COLOR AT NEW LARGE DORMERS PER OWNER
SELECTION; NEW DORMER TO WRAP CORNER CONDITION

SLOPED DORMER W/ PAINTED
EIFS FACADE; STANDING
SEAM METAL ROOFING PER

OWNER SELECTION
NEW BEAMS ABOVE EXIST.
BLDG. STRUCT. TO SUPPORT N

NEW MANSARD ROOF ELEMENT TO BE
COMPARTMENTALIZED BY WAY OF VERTICAL FIRESTOPPING
AT INTERVALS OF 20’-0" MAXIMUM, PER IBC CHAPTER 7

METAL RIDGE CAP TO MATCH COLOR OF ROOFING

‘w

\

A AAAS

|
|
I

@ VIEW @ BARBER SHOP CORNER

"FAUX" WINDOW / VENT (BEYOND)
AT WEST FACE OF DORMER

WD. FRAMING TO CREATE RADIUSED
SUPPORT FOR CURVED ROOFING
N\

7

SLOPED DORMER W/ PAINTED EIFS

L W/ W W W W 7 W W W W ¥

NEW CONSTRUCTION. REFER

T
T
T ¥ ¥ T T ¥ T 470 T U 1

FACADE; STANDING SEAM METAL

T LN
T 1T T T U 1 T#T T ¥
LY 1 4 L W
T U T T T T T BT T 1V

ROOFING PER OWNER SELECTION

TO STRUCTURAL DRAWINGS
NEW ALUMINUM GUTTERS;\

T
T T = T 1 1
) W W W W W ¥

T T
T - T T 1T 1 197
T T T 1

W W W
T T T T T U T T T 1

I
T T T

PAINTED PER OWNER

NEW ALUMINUM GUTTERS;

|- ¥
T T = T 1T 0
T T U1

L
T T T v 1T T T 1T @ 1T %

T T T T T T 1\

PAINTED METALLIC COPPER PER SELECTION

T T T T T T 1 T
\M\\ﬁy'\\\\\\\\\h\\h\\w\
) ) T

N
SUPPORT ROOF FRAMING
ON TOP RUNNER OF STL

WALL STUDS
\|

T
A VD W WD W W W |
T T

OWNER SELECTION

\\\\\\\\\\\\\\

T T T T T T T T T T U ¢
- =I 5“»«“ LY LY My\\\

'FYPON' "RAFTER TAIL COVE

PROFILE" 4"x6"x24" OR SIMILAR
TO BE USED; VERIFY STYLE WITH

A e e S
AN 1§
— = ——— +|g 7
.
PPN A R AR R} s

—'FYPON' "RAFTER TAIL COVE
PROFILE" 4"x6"x24" OR SIMILAR

COMPOSITE COLUMN SURROUND 'EKENA MILLWORK' "10" x 10" x
12'H COLUMN KIT, STANDARD
CAPITAL & STANDARD BASE"

COMPOSITE COLUMN SURROUND

007)\
]

AN

PAINTED EIFS SIGNAGE BAND;

i
'SPECTIS' "BL3010" COMPOSITE/
BRACKET OR SIMILAR, TYP

1

¢ N TR OWNER PRIOR TO ORDERING.

S = — . 'SPECTIS' "BL3010" COMPOSITE =
, ~ | PAINTED EIFS SIGNAGE BAND;

¢ / l’/;BRACKET OR SIMILAR, TYP. PROVIDE LIGHTING PER OWNER g
: " 'EKENA MILLWORK' "10" x 10" x

& k| '

¢ 1 0 12H COLUMN KIT, STANDARD

¢ @ @ | CAPITAL & STANDARD BASE" 4
{

{

{

¢

S \%»&»&

PROVIDE LIGHTING PER OWNER

LN

1/2" PLYWD. OR
OSB SHEATING w/

114' -7 1/2"

N

BLACK COLOR AT NEW LARGE DORMERS PER OWNER STANDlNgg%'mEF?O%EIT,\% 2x8 RE;ESI\%
SELECTION; NEW DORMER TO WRAP CORNER CONDITION
NEW MANSARD ROOF ELEMENT TO BE 2X NAILERS
COMPARTMENTALIZED BY WAY OF VERTICAL FIRESTOPPING 2x6 RAFTERS
AT INTERVALS OF 20’-0” MAXIMUM, PER IBC CHAPTER 7 MTL. DRIP EDGE
METAL RIDGE CAP TO MATCH COLOR OF ROOFING
COMPOSITE 1X
END OF NEW ROOF ELEMENT FASGIA BOARD
o TOP OF ROOF i i
T T wy\‘\\«\y\\\\«\“\\\\\\“\\\\\\“\\\\\'“‘/ 124' = 3 1/2" 2XWD STUDS@ I &*/ 1
W \\ w\ T \\ w\ \“‘ \\ w\ \“‘ \\ ;\ \“ \\ «\‘\L 16" OC ’\ {3/ :/
1 ﬁ\y\\\\\\\\“\\\\\\\\“\\\\\\\y“\\\\\\\y“\\\h\\\“‘\ NEW CONSTRUCTION / TO BE H V‘\ 11
e SUPPORTED w/ TRUSSES SPANNING i o L I
T AT OVER EXIST. ROOF. REFER TO | 60.0/0 v |
T T STRUCTURAL DRAWINGS TOP OF ROOF  [If - W
\\«\y\\\\\\«\“\\\\/‘( 124' = 3 1/2" : :
— BOT. ROOF DECK | i

N
2X4 BRACING @ 32" O.C.
MAX.

6'-81/4"

53 7/8" £

OVERFRAME DORMERS ON
ROOF SHEATHING (TYP.)

EXISTING BRICK FACADE
PAINTED PER OWNER
SELECTION

SAALASAAAAAAS

'DRYVIT' "TAFS" APPLIED AT
EXISTING WALL; PAINT PER
OWNER SELECTION

NEW DOOR AND WINDOWS
AT EXISTING OPENINGS TO
BE PROVIDED BY OTHERS

EAST ELEVATION (BARBER) WEST ELEVATION

5

1/8" = 1'-0" 4

1/8" = 1'-0"

METAL RIDGE CAP W/ FINIAL

METAL RIDGE CAP W/ FINIAL

DORMER W/ PAINTED EIFS FACADE; STANDING
SEAM METAL ROOFING AND PAINTED WOOD
SHUTTERS PER OWNER SELECTION—

SHEATHING AT THIS AREATO
BE FIRE RETARDANT TREATED

'FYPON' "RAFTER TAIL COVE PROFILE"
4"x6"x24" OR SIMILAR TO BE USED; VERIFY
STYLE WITH OWNER PRIOR TO ORDERING.—

wooo?
r-0/

20| _ Oll

(MAX. 20 - 0")

SINGLE-PANE, GLAZED DECORATIVE
WINDOW w/ VISUAL OCCLUSION (TYP.)

W.RB i >
EXISTING BUILDING AND A I 4'-10" L5 1/8" +
ROOF TO REMAIN E.LF.S. (TYP. AT =]
SIDES OF DORMERS) ! I
— - \ N é
ROOF - =
121'- 0"
ENGINEERED WD. SHEATHING AND FRAMING
o FIRST FLC')OF\: TRUSSES (BY CONTINUE DOWNWARD
100'-0 OTHERS) TOWA)FT‘J FACE OF BUILDING
2
APPROX. GRADE o e T e s e
99 - 6" DORMER WALLS — ( )
3 SECTION AT DORMER
1/2" = 1'-0"
32'-0"+

CHIMNEY POT PER OWNER
SELECTION

FALSE CHIMNEY; PAINT EIFS
FACADE PER OWNER SELECTION

METAL RIDGE CAP TO
MATCH COLOR OF ROOFING

—METAL RIDGE CAP W/ FINIAL
[ =
/ROUNDED DORMER W/ PAINTED EIFS FACADE;
STANDING SEAM METAL ROOFING AND PAINTED
WOOD SHUTTERS PER OWNER SELECTION

—DaVINCI COMPOSITE SYNTHETIC

SLATE ROOFING IN BLACK COLOR
AT NEW LARGE DORMERS PER
OWNER SELECTION

2x WD. RAFTER
EXTENSIONS

1/2" PLYWD. OR
OSB SHEATING w/

GENERAL MASONRY NOTES:

A
B.

PERFORM WORK IN ACCORDANCE WITH ACI-530
USE TYPE N MORTAR: 1 PART PORTLAND CEMENT, 1/4 PART LIME, 3

% PARTS SAND UNLESS MORTAR ANALYSIS REVEALS A DIFFERENT
COMPOSITION.

COMPLY WITH BIA TECHNICAL NOTE NO. 1, LATEST EDITION, FOR

CONSTRUCTION DURING HOT AND COLD WEATHER CONDITIONS.

EMPTY AND CRACKED MORTAR JOINTS SHALL BE POINTED TO

MATCH THE REST OF THE STRUCTURE IN COLOR, COMPOSITION,

TEXTURE, AND JOINT PROFILE.
USE LOW-PRESSURE WATER OR GENTLE DETERGENTS WITH A

NATURAL BRISTLE BRUSH WHERE MASONRY CLEANING IS
NECESSARY. DO NOT USE WIRE BRUSHES, SANDBLASTING, HIGH
PRESSURE WATER OR OTHER MEASURES WHICH MIGHT DAMAGE
THE MASONRY SURFACE.
EXISTING MASONRY WALLS, CHIMNEYS AND PARAPETS MUST BE
INSPECTED FOR LOOSE MORTAR JOINTS AND STRUCTURAL
STABILITY AND REPAIRED PER SPECIFICATIONS.

INSTALL 20 MIL MEMBRANE FLASHING AT WINDOW SILLS, LINTELS,

AND TOP OF FOUNDATIONS OF VENEER WALLS (MASONRY
VENEER).

INFORMATION.

2X COLLAR TIES AT
EACH RAFTER SET

W.R.B.

ENGINEERED TRUSSES
BY OTHERS (REF. TO
STRUCT. DRAWINGS)

(2) FRAMING ("RAFTERS") AT
LOCATIONS OF DORMER

WALLS

2

SECTION AT DORMER

REFER TO PROJECT SPECIFICATIONS FOR ADDITIONAL

METAL STANDING SEAM
RIDGE CAP

METAL STANDING SEAM
ROOFING, CURVED TO
FOLLOW SUBSTRATE

CURVED 1/2" PLYWOOD
SUBSTRATE w/ 15# FELT
N
SUPPORT RAFTERS
ON TOP RUNNER ON
STL WALL STUDS
ROOF

- O"

MTL. DRIP EDGE
VENTED SOFFIT

COMPOSITE 1X
FASCIA BOARD

E.lLF.S.

SHEATHING AND FRAMING

(BEYOND) AT WEST FACE OF
DORMER

LINE OF BASE OF DORMER
DOWN SLOPE (BEYOND)

CONTINUE DOWNWARD
TOWARD FACE OF BUILDING
"FAUX" WINDOW / VENT

1/2"

= 1 l_O"

DURING CONSTRUCTION,
PRIMARY AMEREN 4000V
WIRES MUST BE
COVERED

SLOPED DORMER W/ PAINTED
EIFS FACADE; STANDING

o«

D 7 i B A B i s

R s

uuuuuuuuuuuuuuu

||||||||||||||||
uuuuuuuuuuuuuuuu

uuuuuuuuuuuuuuuuuuuuuuuuuuuuuuuu

SEAM METAL ROOFING PER
OWNER SELECTION

12 FROM =

PRIMARY" WIRES

N

5'-31/2"

HOLD STRUCTURE DOWN
OUTSIDE OF PRIMARY
AMEREN 4000V WIRES

TOP OF ROOF
124' -3 1/2"

i S |

FE_f T T T[T 1

T T T T I

N

——DaVINCI COMPOSITE

SYNTHETIC SLATE
ROOFING PER OWNER
SELECTION; NEW HIP
ROOF TO WRAP CORNER

Gouvwrmwel to- Gor

f ELEGANT READERS

baskin
rolobins

R

N\

i

L]
i —

{

.

181 _ Ovl

N

"CHARTER" OR "AT&T" COMM.
LINE (NOT HIGH VOLTAGE)

NEW ALUM. GUTTERS; PAINT PER
OWNER'S SELECTION

'FYPON' "RAFTER TAIL COVE
PROFILE" 4"x6"x24" OR SIMILAR

'SPECTIS' "BL3010" COMPOSITE
BRACKET OR SIMILAR

~ BOT. ROOF DECK
114' -7 1/2" {;

25'- 6" +

FIRST FLOOR

[EESESEs= S - [ 1 I 1 il x il f

S ~—l]

il [ i i il N il il il

\ NEW MANSARD ROOF ELEMENT TO BE PLANTER BOX
NEIGHBORING BUILDING COMPARTMENTALIZED BY WAY OF
NOT IN SCOPE VERTICAL FIRESTOPPING AT INTERVALS

OF 20-0” MAXIMUM, PER IBC CHAPTER 7

NEW STOREFRONT SYSTEM IN
PLACE OF EXISTING

SHEATHING AT THIS AREA TO
BE FIRE RETARDANT TREATED

WOOD (FRTW) INFILL CURRENTLY OPEN 'BASE' AREA

BETWEEN EXIST. BRICK; THEN FINISH
w/ "DRYVIT" BRAND, "TAFS" FINISH
SYSTEM IN 'FREESTYLE' FINISH (TYP.)

EXISTING MAIL

'EKENA MILLWORK' "10" x 10" x 12'H
CRAFTSMAN CLASSIC SQUARE NON-
TAPERED SMOOTH PVC COLUMN KIT,
STANDARD CAPITAL & STANDARD BASE"

BOX PLANTER BOX

\LOPTION TO INFILL THIS AREA:
INSTALL DOUBLE DOOR FOR #004
w/ SLIM SIDELIGHT, SIM. TO DOOR
#006 SIDELIGHT CONDITION

PARKING BUMPER

'DRYVIT' "TAFS" APPLIED AT EXISTING
WALL; PAINT PER OWNER SELECTION

COMPOSITE COLUMN SURROUND

'DRYVIT' "TAFS" APPLIED AT EXISTING
NORTH ELEVATION WALL; PAINT PER OWNER SELECTION

L 1/8" = 1'-0"

: DENOTES AREA OF NEW FACADE INFILL

PAINTED EIFS SIGNAGE BAND;
PROVIDE LIGHTING PER OWNER

NOTES:

» PROVIDE LIGHTING AT SIGNAGE
PER OWNER.

+ SIGNAGE REQUIRES SEPARATE
"SIGNAGE" PERMITTING.

\—NEW STOREFRONT SYSTEM

IN PLACE OF EXISTING

NEW ALUM. GUTTERS; PAINT
METALLIC COPPER PER OWNER

100' - 0"

APPROX. GRADE
99' - 6"

“

PAINTED EIFS SIGNAGE BAND

'DRYVIT' "TAFS" APPLIED AT EXISTING
WALL; PAINT PER OWNER SELECTION
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ENGINEERED WD. TRUSSES
BY OTHERS; BRACING PER
STRUCT. DWGS.

CONTINOUS 2x SPACERS / NAILERS
BOW PLYWOOD TO
ACHIEVE CURVED EAVE

COMPOSITE SYNTHETIC
SLATE ROOFING

10'-10"+ RADIUS
NEW PTD. ALUM. GUTTER

91/4"

A\

1x PTD. HARDIE BOARD FASCIA
SOFFIT VENTING
HARDIE PANEL CEMENT BOARD

SOFFITTING ON 1/2" OSB BACKER

LIGHTWEIGHT DECORATIVE RAFTER
EXTENSION; REFER TO DETAIL

©
fre)
o)
2
EIFS TRIM EXTENSIONS; REFER TO "OMEGA"/
PRODUCTS MANUFACT'S TYPICAL DETAILS

T.0.S.
112' - 8 3/4"
| STL BEAM (PER STRUCTURAL)
WD STUD
FRAMING

NEW MEMBRANE ROOF,
(SLOPING SOUTHWARD)

RIDGE CAP (AT HIP
ROOF, BEYOND)

RIDGE CAP

TOP OF ROOF

AVOID EXIST. POWER

AND COMM. WIRES, THIS

LOCATION (REF. TO
ELEVATION)-=

EXTEND PLUMBING
VENTING TO BEYOND
LEVEL OF NEW TRUSS
FRAMING AND ROOFING

SPRING NEW ROOF

124" - 3 1/2"

BLOCKING BETWEEN TRUSSES PER
STRUCTURAL DRAWINGS

_ ROOF
121'- 0"

DaVINCI COMPOSITE SYNTHETIC
SLATE ROOFING IN BLACK COLOR
AT NEW LARGE DORMERS PER
OWNER SELECTION

FROM EXISTING WALL

EXIST. FLAT ROOFING TO
REMAIN—— |

EXIST. MASONRY BLOCK
WALL TO REMAIN——==¢

PROVIDE PLYWOOD BACKING AND 120v ELEC.
FOR SIGNAGE AT EA. SIGNAGE OCCURANCE
(REF. TO ELEVATION)/

EIFS DRIP EDGE
EIFS SOFFIT

7 SECTION AT CURVED EAVE

N BEAD BOARD CEILING

W16x40 (REF. TO STRUCT.)— |

BEAD BOARD CEILINGJ

EXTERIOR RATED CANJ
DOWNLIGHTING (REF. TO RCP)

NEW WINDOWS BY
OTHERS (REF. TO ELEVS.)—

Y

_ . - - BOT. ROOF DECK @
31 I ENGINEERED TRUsses ~ 114'-71/2"
=  (BYOTHERS) B T0s. o
.| 112' - 8 3/4"

——HORIZ. W16x40 BEAM (PER

STRUCTURAL DWGS.)

——VERT. COLUMN(S) IN LINE WITH HORIZ.
BEAM RUN. COVER COLS. w/ COMPOSITE
MATERIAL (REF. TO DETAIL)

——EXIST. WALL TO RECIEVE "DRYVIT"
BRAND, "TAFS" FINISH SYSTEM IN
'FREESTYLE' FINISH

NEW WALK. (CONC.) OVER 4" COMPACTED
GRAVEL

1/2" = 1'-0"

-

\ \
\ |
‘ 10'-111/2"

SECTION @ PROPOSED BARBER SHOP ROOF

®)

1/4" = 1'-0"

AT COVERED WALK SEE SITE PLAN FOR NEW WALK
M STL COLUMN (PER / AND CURB
STRUCTURAL) 1 | B ~_ FIRST FLOOR
COL-WRAP LyiST. FND. WALL AND ‘\ B 100°-0
FOOTING TO REMAIN = T APPROX. GQ%AD(SE"

——REF. TO STRUCTURAL FOR COLUMN FOOTINGS, ETC.

13'-91/4" +
6'- 11 3/8" LOUVERED ROOF
WV VENT; 90 S.I. @ 8' O.C.
— — ~__TOP OF ROOF
124' -3 1/2"

FRTW SHEATHING ON
PORTION OF EAST SIDE
OF EAST GABLE END

(REF. TO ELEVATION)\

ENGINEERED WOOD

TRUSSES (BY OTHERS)\

NEIGHBORING BUILDING

BEYOND NOT IN SCOPE\

CMT. BD. SHEATHING
FOR EIFS AT EAST END

—REWORK EXISTING ROOFING CANT TO
ACCOMMODATE NEW FLASHING /
EXPANSION REQUIREMENTS

. SLIGHTLY SLOPED SURFACE ENCLOSURE
@ BACKSIDE OF NEW ROOF FRAMING

—EXISTING VENTING TO REMAIN
—REPAIR OR PATCH EXISTING

OF SIGNAGE BAND (REF. %OOF AS REQUIRED
TO ELEVATION)\
T m- - o ~ T.0.S.
112' - 8 3/4"
REFER TO NOTES FOR S
1/A3.0 FOR MORE J RN
INFORMATION //
ML
\|<~\
EXISTING ABUTTED WALL ——— N
g
|

= EE FIRST FLOOR
I 100' - Q"
APPROX. GRADE
L 99' _ 6"

SECTION @ PROPOSED ROOF - EAST END

(5)

1/4" = 1'-0"

P N N 20 20 28 2 ot 2 ol ol ol ol ol

20 2 a2l

- DECORATIVE FINIALw/ |
o METAL PENNANT 'FLAG'
BLOCKING BETWEEN TRUSSES PER ¢ 5 L AAAAAAAAAAA A A drn
H H Eggclggluglfif SBTEIIE-SW: STRUCTURAL DRAWINGS - é
H H H H H H J/ @ TN
| | ” | | FLASHING @ BOTH SIDES (REF. DaVINCI COMPOSITE SYNTHETIC SLATE -9 © T DECORATIVE COPPER FINIALS AND METAL
1 S S S S S S T n " C 1 - ! h _
? OMEGA” EIFS DWG #APB22.00) ROOFING IN BLACK COLOR AT NEW . RIDGE CAPS PER OWNER SELECTION @ FAC DS W S T i e e e 1
I | STUD CROSS BRACING LARGE DORMERS W/ CURVED EAVES " , LARGE DORMER ROOF LINES s ) TR ) B -
, , BER OWNER SELECTION COLOR CAP PER OWNER'S SELECTION i e ﬁL
H H 1 ] 1 -
~ I | -~ W N \LOUVERED ROOF VENT: 90 .1, @ & 0.C STANDING SEAM METAL ROOFING PER e || ; 3
. | | DORl\éEFEz SI’T—I ﬁGOXQIEEF;FFéAE\gITTgNOgNRA(\)zOoi ;90 Sl - OWNER SELECTION - AT LARGER DORMERS s s 0t ~
I | PAINTED EIFS SURFACE ENGINEERED WD. TRUSSES (BY OTHERS) e =
i f%(m ALL FOUR SIDES) ELFS ‘ el 3
B ; . . T PROVIDE WATERPROOF MEMBRANE e N e D
X (zlz(gUSRngRBN?ég)OLUMN FROM ROOF PEAK TO POINT OF EXIST. ‘ sy i STEP FLASHING
3 -9 ROOFING BELOW (TPO OR ALT.) © f
. EXISTING NEIGHBORING BUILDING BEYOND ;
40" CORNERS PER EIFS . NOT IN SCOPE s e e ® —RIDGE CAP
) MANUFACTURER < [~ N N —
RECOMMENDATIONS = 77 _ _ _ _ _ _ S s i e s~ . TOP OF ROOF
PLANTER (REF.TO STANDING SEAM METAL ROOFING AT o~ EEEeEemame 124" -3 1/2"
ELEV. FOR LOCS.) REWORK EXISTING ROOFING CANT TO SMALL DORMERS PER OWNER SELECTION ————PROVIDE VENTING (SEE 2/A3.0)
EAUX CHIMNEY PLAN SECTION : LN ACCOMMODATE NEW FLASHING / EXPANSION T . :
4 REQUIREMENTS EIFS DORMER; PAINT PER OWNER SELECTION >
1/2" = 1'-0" ROOE ‘ ) , REWORK EXISTING ROOFING CANT TO
N B _ _ T | % ACCOMMODATE NEW FLASHING / EXPANSION
’/,\/’v~/’vJ’\n"\n"\n”\n/’\««/’W’\n”\n"\n/’\«\/’\««/’\n”\n”\n”\w’\w’\’ W — 121 ' 0" DaVINCI COMPOSITE SYNTH ETIC SLATE ] / REQU'REM ENTS
N . —] ROOFING IN BLACK COLOR AT NEW LARGE :
S ; n ] i SLIGHTLY SLOPED SURFACE ENCLOSURE @ DORMERS PER OWNER SELECTION R SLIGHTLY SLOPED SURFACE ENCLOSURE @
¢ 5 W BACKSIDE OF NEW ROOF FRAMING NEW ALUMINUM GUTTERS TO BE N " BACKSIDE OF NEW ROOF FRAMING
N g : A | s | EXISTING VENTING TO REMAIN PAINTED METALLIC COPPER | ——EXISTING VENTING TO REMAIN
b ¢ 3 e ' ' EXISTING ROOF STRUCTURE TO 'FYPON' "RAFTER TAIL COVE PROFILE" WOOD TRUSSES REPAIR OR PATCH EXISTING ROOF AS REQUIRED
3 Corrrr T T | - REMAIN; REPAIR OR PATCH AS REQ'D Jx6xad OR SIMILAR TO BE USED: VERIFY ‘ == BY OTHERS T
KL \’ ‘\> (\ ' —— . :
) +—DECORATIVE TERRA 3 | U — )
¢ | COTTA CHIMNEY CAP; ) 3 1/2" TRUSS | 31/2" CLR.
N \L { i SECURE TO METAL STUD E VENTED CEMENT T T \ | EIFS SIGNAGE BAND W/ TRIM PAINTED TO TYP.
¢ ae . PLATFORM BOARD SOFFIT FACE OF EX. BLDG. TOS MATCH; PROVIDE LIGHTING PER OWNER f | ———W'6X40 STEEL BEAM TOS
e R EIFS SIGNAGE BARD; PROVIDE | - B - 112'-83/4" 'SPECTIS' "BL3010" COMPOSITE BRACKET OR\L / - cl pg. 112'-83/4"
’ FACE OF EX. BLDG.
| I | / | ELECTRICAL AS REQUIRED ' : N — DOUBLE 2x NAILER BOLTED TO STEEL SIMILAR, TYP; VERIFY STYLE WITH OWNER I S
N ] PRIOR TO ORDERING. EXISTING INTERIOR (TENANT
=1 ENGINEERED WOOD TRUSSES | ! 1T BEAMS (REF. TO STRUCT.) | _ PRIOR — ] T /SPACES) SLTERIOR (T2
| EKENA MILLWORK' "10" x 10" x 12'H CRAFTSMAN L iy S
! PROVIDE LEVEL WOOD STUD PAINTED BEADBOARD CE”-'NG/( /  \W16x40 (REF. TO STRUCT CLASSIC SQUARE NON-TAPERED SMOOTH PVC | V
! PLANE FOR ATTACHMENT OF ON FURRING CHANNELS | rh\ x40 (REF. ) COLUMN KIT. STANDARD CAPITAL & STANDARD || j> —"DRYVIT" BRAND, TAFS (TEXTURED ACRYLIC FINISH),
5 | DECORATIVE CHIMNEY CAP TR oo uRe (CAN)/ 4 EXISTING BUILDING STRUCTURE AND BASE" COMPOSITE COLUMN SURROUND o \6\ FREESTYLE' FINISH OVER EXIST. EXTERIOR
- I WINDOW/DOOR HEADERS TO REMAIN
© e | WEETTEE;(;%%E VTV,IQT,,\HA EXISTING FENCE TO REMAIN L "™N{| | . | & | PAINTED BEADBOARD CEILING WITH EXTERIOR
— £ i NEW STOREFRONT WINDOWS & DOORS NEW LANDSCAPE PER LANDSCAPE PLAN e T —— 1 8 b RECESSED (CAN) LIGHT FIXTURES WITH
| sTub cross BRACING 'EKENA MILLWORK' "10" x 10" x 12'H = . INEXISTING OPENINGS (BY OTHERS) I ] - | o WEATHERPROOF TRIM
I COLUMN KIT" ANCHORED TO SLAS - i B | T L NEW STOREFRONT IN PLACE OF EXISTING
_ Iy _TOP OF ROCF BELOW (REF. TO STRUCT.) o > ———NEW CONCRETE WALK NEW TRELLIS BEYOND——|i | H 2 (PROVIDED BY OTHERS)
, 124" -3 1/2" PROVIDE 18"Hx6"W 7| ; | ol
i REINFORCED CONCRETE CURB _— | ——PROVIDE 4" COMPACTED GRAVEL, BEYOND, NEW CONCRETE WALK Lol s ——"DRYVIT" BRAND, TAFS (TEXTURED ACRYLIC FINISH),
— | PROVIDE STEP FLASHING ™ UNDER NEW CONCRETE WALK (BETWEEN A LA ol o il - '
i 0 AU | EXISTING ASPHALT PAVING TO e FREESTYLE' FINISH OVER EXIST. EXTERIOR
I AT RAISED BOTTOM OF EXISTING ASPHALT PAVING TO ( COLUMNS), TYP. : / _ " o B )
i EIFS TO SHINGLES REMAIN; PATCH AS REQUIRED EXISTING FLOOR SLAB AND FOUNDATION (| oG REMAIN; PATCHAS REQU'%_E? o il v _——EXIST, FLOOR SLAB AND FOUNDATION TO REMAIN
ﬂ S TO REMAIN - ] B '
PARKING BUMPER - |
LOCATION OF ROOF AT | / M/ / FIRST FLOOR “ { - — ‘ ﬁl FIRST FLOOR
— SECTION CUT — ~— 100' - 0 100' - 0
[(e]
B | B ROOF z \ APPROX. Gg%ADGE" @ PROVIDE 18"Hx6"W 12' - 0"+ ~ D APPROX. GR/'A\DE"
121" - 0" = - REINFORCED CONCRETE CURB 12l 99'-6
4 a3 — —NEW FOOTINGS / PIERING FOR NEW '
N STRUCTURAL STEEL COLUMNS PER X
B NEW FOOTINGS / PIERING FOR NEW STRUCT. STEEL

3 FAUX CHIMNEY SECTION

1/2" = 1'-0"

SECTION @ PROPOSED ROOF (TYP.)1

STRUCTURAL DRAWINGS (TYP.)

2

1/4" = 10"

SECTION @ PROPOSED ROOF (TYP.)

COLUMNS PER STRUCTURAL DRAWINGS (TYP.)
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Ladue Shopping Center at 9842 Clayton Road Oct. 13, 22

Dryvit Brand, “Freestyle” pattern EIFS/stucco finish Copper Finial (3)

nsib1swh3 nsib1swbhl

Superior Clay Brand, “Edwardian” Clay Chimney Pot (to be used in pairs)



‘Fypon’ Composite Rafter Tail w/ decorative profile — Exact profile T.B.D.

‘DaVinci’ Composite Slate Roofing — Dark Gray in color — Exact colors and size T.B.D.

L i | L
- 0" 12"

“Ekena Millwork' "10" x 10" x 12'H Craftsman Classic Square Non-Tapered Smooth PVC column kit,
standard capital & standard base" composite column surround — Exact color T.B.D.
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